
                          
                        PVC一体化复合物厂项目
   （包括甲醇厂，甲醇制烯烃厂，氯碱厂，单体氯乙烯厂和聚氯乙烯厂）


1, 项目内容：投资建厂：包括甲醇厂，甲醇制烯烃厂，氯碱厂，单体氯乙烯厂和聚氯乙烯厂，产出PVC主要出口印度，项目可由伊朗提供国家主权担保。

2, 项目建设期：2016年初开始建设，至2019年第完成，共4年。
 
3, 项目占地面积：50公顷

4, 厂区所在地：伊朗霍尔木兹甘省加斯科市

5, 项目成本总投资估算及经济指标估算：

  项目总投资：包括26.1亿欧元固定资产投资+1.245亿欧元运营资本投资
  项目内部收益率：19.45%
  净现值：740万欧元（基于18%贴现率）
  回报周期：项目开始运行后4年（正常回报周期）
  盈亏平衡点BEP:30.6%(运行第4年)

6, 项目年产量：第1年：50%，第2年：90%，第3-20年：100%额定产量

7, 项目主要产品及价格：

   PVC:790美元/吨；
   丙烯：715美元/吨；
   50%液碱：110美元/吨

8, 原料：
（1）取自复合物厂中心设备：
(a)盐-氯化钠（取自项目所在地附近区域）- 25美元/吨 ；                                                                 (b) 天然气-甲烷（取自国有天然气管网）- 0.056美元/标准立方米；
（2） 外来原料：
(a) 原料水-30,318,363立方米/年，1.5美元/立方米；
(b) 用于复合处理单元的燃料天然气-328,638,778标准立方米，0.05美元/标准立方米
(c) 用于复合电厂的燃料天然气-765,799,397标准立方米，0.05美元/标准立方米
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9, PVC一体化复合物计划表：

[image: Fig.1]


10, 聚氯乙烯参数：
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11, 典型聚合级丙烯参数：

[image: Table2]


12, 液碱参数：
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13, 产品销售表：
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14, 原料价格表：
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15, 伊朗石油部项目证书：

在融资人提供如意向函等融资计划的准备文件后，伊朗石油部将为融资人出具给料和执行证书。
                                             1
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Table 4: Products Sales

Description Pl?gn‘/:ig:gty EJL?SI; ;);;3
PVC (suspension-grade) 1,000,000 790
Propylene (polymer-grade) 450,000 715
Caustic Soda (50% liquid) 1,349,756 110
C4* fractionate 126,945 400
C5"* fractionate 45,963 350
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Table 5: Feed/Raw Material Price

Description Feed(;ic;;ér;r)nents Unit price An?ﬂasl ;; ce
NaCl 1,327,403 25 $/ton 33,185,075
Natural Gas (Nm3) 2,500,783,192 |0.056 $/Nm3 140,043,859
HCL 100% 14,924 82.5 $/ton 1,231,230
IChemicals for PVC plant 46,140,000
VCM catalyst 2,623,764
MTO Catalyst 26,740,937
Methanol Catalysts 6,113,616
Memrane and Electrods for Chloralkali plant *5,000,000
IChemicals for Chloralkali plant 16,824,677

Not:

> Costs related to chemicals and catalyst is calculated annually.
» * It should be noted that the costs of “Memrane and Electrods for Chiloralkali
plant’ have been calculated from the fourth year. Because For the first 3

years do not actually charge.
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Fig. 1: Scheme of the PVC integrated
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Table 1: Specification of PVC (Typical suspension-grade)
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Table 2: Specification of Propylene (Typical polymer-grade)

COMPONENT VALUEATB.L.
Propylene [% vol. min.] %5
Propane [ppm vol. max.] 5000
Ethane [ppm vol. max] 200
4, C6, sat. [ppm vol. max.] 200
Ethylene [ppm vol. max.] 100
Butene [ppm vol. max.] 100

Acatylene [ppm vol. max ] 5
Methylacetylene [ppm vol. max.] 3
Propadiene [ppm vol. max.] 5
Butadione [ppm vol. max 50
Green Oil (C6-C12) [ppm vol. max.] 20
Oxygen [ppm vol. max] 2
CO [ppm vol. max ] 003
CO; [ppm vol. max.] 5
Total Sulphur [ppm vol. max.] 1
Methanol [ppm vol. max.] 5
Water [ppm wt. max ] 2
1

Total Carbonyls (as Methyl Ethyl Keton) [ppm vol.
max.]

Chlorides [ppm vol. max | 1
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Table 3: Specification of Caustic Soda (Liquid)

# Prope Units Test Method Value
1  Purity wt% ASTM D-3875 48.5 min
2 NaxCO: wt% ASTM D-3875 0.4 max

'3 NacCL wt.ppm Spectrophotomerty 15 max

(Denora)

4  NazSOs wt.ppm ASTM D-516/D-4130 15 max
5 ALOs wt.ppm Standard Method 10 max
6 Total Fe (As Fez203) wt.ppm ASTM D-2790 6 max

7 sio: wt.ppm ASTM D-859-88 5 max

'8 Total Ca(As Cao) wt.ppm ASTM D-511 10 max

9 Hg wt.ppm Mercury Analysis 0.5 max
10 Sp.Gr.@(15.60C) - ASTM D-3875 1.515 min
11 Appearance - Visual Clear

412 NaCLOs wt.ppm Vogel Analysis 120 max





